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(57) ABSTRACT

A three-dimensional object printer includes an actuator that
contacts a surface of a platen in the printer. A controller
selectively operates the actuator to apply force to a bottom
layer of a three-dimensional object formed on the platen to
break an adhesion between the bottom layer and the platen.
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1
PRINTER AND METHOD FOR RELEASING
THREE-DIMENSIONALLY PRINTED PARTS
FROM A PLATEN USING ACTUATORS

TECHNICAL FIELD

The device and method disclosed in this document relates
to three-dimensional object printing and, more particularly, to
removal of a three-dimensional object from a platen on which
the object was formed by printing.

BACKGROUND

Digital three-dimensional object manufacturing, also
known as digital additive manufacturing, is a process of mak-
ing a three-dimensional solid object of virtually any shape
from a digital model. Three-dimensional object printing is an
additive process in which one or more ejector heads eject
successive layers of material on a substrate in different
shapes. The substrate is supported either on a platform that
can be moved three dimensionally by operation of actuators
operatively connected to the platform, or the ejector heads are
operatively connected to one or more actuators for controlled
movement of the ejector heads to produce the layers that form
the object. Three-dimensional object printing is distinguish-
able from traditional object-forming techniques, which
mostly rely on the removal of material from a work piece by
a subtractive process, such as cutting or drilling.

Manufacturing of three-dimensional printed parts at high
speed is a significant challenge because many of the processes
involved are time consuming and often done manually. Auto-
mation has provided for higher speed and more efficient pro-
cessing of three-dimensional printed parts. One area of con-
cern relates to removal of the three-dimensional printed part
from the build platen. Often the three-dimensional printed
part sticks to the build platen and can be challenging to
remove. Current methods for part removal include heating,
impacting, scraping, and freezing. These methods are gener-
ally cumbersome, time consuming, and risk damaging the
part or the build platen. What is needed is a method for
removing a three-dimensional printed part from a build platen
that is fast, reliable, and easily automated.

SUMMARY

A three-dimensional object printer facilitates the release of
three-dimensional objects from a platen in the printer. The
printer includes a platen having a first surface and a second
surface, an ejector head having at least one ejector configured
to eject material onto the first surface of the platen, an actuator
positioned to contact the platen, and a controller operatively
connected to the actuator and the ejector head. The controller
is configured to operate the ejector head to eject material onto
the first surface of the platen to form a three-dimensional
object, and operate the actuator to apply a force to a bottom
layer of the three-dimensional object and break adhesion
between the bottom layer of the three-dimensional object and
the platen.

A method of manufacturing a three-dimensional object
facilitates the release of three-dimensional objects from a
platen in the printer. The method includes operating with a
controller an ejector head to eject material onto a first surface
of'the platen to form the three-dimensional object on the first
surface of the platen, operating with the controller an actuator
that contacts the platen to apply a force to a bottom layer of the
three-dimensional object and break adhesion between the
bottom layer of the three-dimensional object and the platen.
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Another embodiment of a three-dimensional object printer
facilitates the release of three-dimensional objects from a
surface on which a three-dimensional object is formed in the
printer. This embodiment of the printer includes a planar
actuator having a first surface and a second surface, an ejector
head having at least one ejector configured to eject material
onto the first surface of the planar actuator, and a controller
operatively connected to the planar actuator and the ejector
head. The controller is configured to operate the ejector head
to eject material onto the first surface of the planar actuator to
form a three-dimensional object, and deliver an electrical
signal to the planar actuator to bend the planar actuator and
release the three-dimensional object from the planar actuator.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing aspects and other features of the printer and
method are explained in the following description, taken in
connection with the accompanying drawings.

FIG. 1 shows a three-dimensional object printer with a
platen that incorporates a stack actuator for object release.

FIG. 2 is a cross-sectional view of a stack actuator that can
be used in the printer of FIG. 1.

FIG. 3 shows another three-dimensional object printer hav-
ing a platen that incorporates a strip actuator for object
release.

FIG. 4 is a schematic view of a strip actuator that can be
used in the printer of FIG. 3.

FIG. 5 shows a method for releasing an object from a platen
in a three-dimensional object printer.

DETAILED DESCRIPTION

For a general understanding of the environment for the
printer and method disclosed herein as well as the details for
the printer and method, reference is made to the drawings. In
the drawings, like reference numerals designate like ele-
ments.

FIG. 1 shows a three-dimensional object printer 100. The
printer 100 comprises a platen 104 and an ejector head 108.
The ejector head 108 has a plurality of ejectors configured to
eject material onto a surface 112 of the platen 104. A control-
ler 124 operates the ejectors in the ejector head 108 to form a
three-dimensional object, such as the part 116, on the platen
104. In some embodiments, the ejector head has a first plu-
rality of ejectors configured to eject a build material and a
second plurality of ejectors configured to eject a support
material, such as wax. The printer 100 includes a stack actua-
tor 120 that is positioned to enable a movable member 128 of
the stack actuator 120 to remain in contact with the platen
104. While FIG. 1 depicts the stack actuator as being located
beneath the platen 104, in some embodiments, the stack
actuator is positioned so the movable member contact the side
of'the platen 104 and, in other embodiments, it is positioned
so the movable member contacts the upper surface 112 of the
platen 104. The controller is further configured to operate a
switch 132 to connect the stack actuator 120 to a voltage
source 136 selectively. The controller 124 in some embodi-
ments is also operatively connected to an actuator 140 and the
controller is further configured to operate the actuator 140 to
move the stack actuator 120 to different positions along a
surface of the platen 104.

The stack actuator 120, in one embodiment, is a piezoelec-
tric device. A cross-sectional view of the stack actuator 120 is
depicted in FIG. 2. The actuator 120 includes a base 204, a
housing 208, a stack of circular piezoelectric ceramic disks
212, a movable member 128, a flexible biasing member 220,
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and an electrode connection 224. Although the disks forming
the layers of the actuator 120 are shown as being circular,
other shapes can be used as well. The housing 208 and base
204 are typically metal, although other materials can be used.
The piezoelectric layers in the stack 212 are separated from
one another by an electrically insulating layer. When the
voltage source 136 is connected the layers in the stack 212
through electrode connection 224, the piezoelectric ceramic
material bends in the axial dimension of housing 208 to urge
the movable member 128 against the flexible biasing member
220 so the movable member exerts a force against a surface of
the platen 104. When the voltage source is disconnected from
the actuator 120, the movable member is returned to its origi-
nal position by the flexible biasing member 220. Thus, by
selectively connecting the voltage source 136 to the stack of
piezoelectric layers 212, the movable member 128 vibrates
the platen 104. This vibration breaks the adhesion between
the bottom material in part 116 and the platen 104 so the part
116 can be removed from the platen more easily. In one
embodiment, the stack actuator 120 is Part No. 45-1090 avail -
able from APC International, Ltd. of Mackeyville, Pa. This
stack actuator can vibrate at a frequency of 150 kHz and exert
a force of up to 300 newtons. Other models of the stack
actuator from APC International can exert larger forces and
be operated at different frequencies. The piezoelectric stack
actuators provide the benefits of a quick response time, power
consumption only during activation, and compact design.
Nevertheless, other types of actuators can be used such as
electrical actuators with a reciprocating drive, pneumatic
actuators and the like.

Another embodiment of a printer that exerts force against a
platen to facilitate removal of a part is shown in FIG. 3. Using
like reference numbers for like components, the printer 100
includes platen 104, ejector head 108, controller 124, switch
132, and voltage source 136. Instead of stack actuator 120,
however, one or more strip actuators 150 are bonded to a
surface of the platen 104. As depicted in FIG. 3, the strip
actuators 150 are bonded to the lower surface of platen 104
opposite the area on which the part 116 is formed, although
the actuators 150 can be mounted can be mounted to the upper
surface of platen 104. The controller 124 is configured as
described above to operate ejectors in the ejector head 108 to
form the part 116 on the upper surface 112 of the platen 104.
The controller 124 is also configured to operate the switch
132 as described above to connect the strip actuator(s) 150 to
the voltage source 136 selectively. One difference between
the embodiment of FIG. 1 and FIG. 3 is the flexibility of the
platen 104. Since a strip actuator bends, then the platen 104
should be flexible enough to bend with the actuator to release
the object. The platen used with a stack actuator, however, can
be more rigid since the platen transmits the vibration pro-
duced by the stack actuator and is not required to bend.

A strip actuator 150 is shown in FIG. 4. The actuator 150
includes two strips 404a and 4045 of piezoelectric ceramic
material, which are bonded together so the direction of polar-
ization of the two strips coincides. The two strips are electri-
cally connected in parallel. An electrode 412 is positioned
between the two strips to enable the strips to be electrically
connected to the voltage source 136 through the switch 132.
The outside surfaces of the strips 404a and 4045 are covered
in an electrically insulating layer 408, such as varnish. When
the voltage source is applied to the strips, one ceramic layer
expands and the other contracts. This action causes the actua-
tor to flex. When the strip actuator 150 is bonded to a surface
of the platen 104, the bending of the actuator 150 applies a
force to the platen, which bends in response to the deflection
of'the actuator. The bending of the platen breaks the adhesion
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between the bottom layer of the part 116 and the upper surface
112 of the platen 104 so the part can be removed from the
platen more easily. The surface of the strip actuator that is
bonded to the platen surface can be bonded with adhesive or
solder, although the solder joints can break from mechanical
fatigue. Use of an epoxy or acrylate glue is probably more
reliable in most environments.

FIG. 4 depicts the structure of one type of strip actuator. In
other embodiments, the strip actuator is a planar member
made of macro fiber composite (MFC) material. This type of
material responds to an electrical signal in a manner similar to
the piezoelectric material of the strip actuator shown in FIG.
4. Thus, by adhering a sheet of MFC material to a platen, an
electrical signal can be delivered to the sheet to bend the
platen as described above with respect to strip actuator of
FIG. 4. In another embodiment, the platen is made with a
planar actuator that is electrically connected to an electrical
signal generator that delivers an electrical signal to the planar
actuator to cause the planar actuator to bend and release the
object formed on the planar actuator. In this last embodiment,
the structure shown in FIG. 3 is modified to remove the
actuator 150 so the electrical signal is delivered directly to the
planar actuator to cause the planar actuator to bend and
release the three-dimensional object from the planar actuator.
In this last discussed embodiment, the planar actuator can be
formed with MFC material or as a single or plurality of strip
actuators.

A method 300 for operating a printer 100 having either a
stack actuator 120 or a strip actuator 150 to facilitate release
of printed parts from the platen 104 is shown in FIG. 5. In the
description of the method, statements that the method is per-
forming some task or function refers to a controller or general
purpose processor executing programmed instructions stored
in non-transitory computer readable storage media opera-
tively connected to the controller or processor to manipulate
data or to operate one or more components in the printer to
perform the task or function. The controller 124 noted above
can be such a controller or processor. Alternatively, the con-
troller can be implemented with more than one processor and
associated circuitry and components, each of which is con-
figured to form one or more tasks or functions described
herein.

When the method 300 is performed it begins with the
controller 124 operating ejectors in the ejector head 108 to
form a three-dimensional part 116 on a platen 104 (block
304). After a part is formed on the platen, the controller 124 or
other circuitry implementing the method 300 operates an
actuator to apply a force at the bottom layer of the part 116 to
break the adhesion between the bottom layer and the platen
(block 308). In one embodiment, the controller 124 selec-
tively operates switch 132 to apply a voltage to the stack
actuator 120 to vibrate the platen 104. In the other embodi-
ment, the controller 124 selectively operates switch 132 to
apply a voltage to the strip actuator 150 to bend the actuator
and the platen 104. Thereafter, the part 116 can be removed
from the platen 104, for example, with a robotic arm, an
actuator tilting the platen 104 or other known removal method
(block 312).

It will be appreciated that variants of the above-disclosed
and other features and functions, or alternatives thereof, may
be desirably combined into many other different systems,
applications or methods. Various presently unforeseen or
unanticipated alternatives, modifications, variations, or
improvements therein may be subsequently made by those
skilled in the art, which are also intended to be encompassed
by the following claims.
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What is claimed is:
1. A three-dimensional object printer comprising:
a platen having a first surface and a second surface;
an ejector head having at least one ejector configured to
eject material onto the first surface of the platen;
a stack actuator positioned to contact the platen;
another actuator operatively connected to the stack actua-
tor; and
a controller operatively connected to the actuator and the
ejector head, the controller being configured to:
operate the ejector head to eject material onto the first
surface of the platen to form a three-dimensional
object; and
operate the stack actuator to apply a force to a bottom
layer of the three-dimensional object, produce a
vibration in the platen, and operate the other actuator
to move the stack actuator along the second surface of
the platen as the stack actuator produces vibration in
the platen to break adhesion between the bottom layer
of the three-dimensional object and the platen.
2. The printer of claim 1 wherein the stack actuator is a
piezoelectric stack actuator.
3. The printer of claim 1 wherein the stack actuator essen-
tially consists of macro fiber composite material.
4. The printer of claim 1 further comprising:
a switch operatively connected to the stack actuator;
a voltage source operatively connected to the switch; and
the controller being further configured to operate the
switch to connect the voltage source to the stack actuator
selectively to operate the stack actuator and apply force
to the bottom layer of the three-dimensional object.
5. A method of releasing a three-dimensional object from a
platen in a printer comprising:
operating with a controller an ejector head to eject material
onto a first surface of the platen to form the three-dimen-
sional object on the first surface of the platen;
operating with the controller a stack actuator that contacts
the platen to apply a force to a bottom layer of the
three-dimensional object and produce a vibration in the
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platen to break adhesion between the bottom layer of the
three-dimensional object and the platen; and
operating another actuator with the controller to move the
stack actuator along a second surface of the platen as the
stack actuator produces vibration in the platen.
6. The method of claim 5 wherein the operation of the
actuator further comprises:
operating a piezoelectric stack actuator with the controller
to produce a vibration in the platen.
7. The method of claim 5, the operation of the stack actua-
tor further comprising:
operating a switch with the controller to connect a voltage
source to the stack actuator selectively to operate the
stack actuator and produce vibration in the platen.
8. A three-dimensional object printer comprising:

a planar actuator having a first surface and a second sur-
face;

an ejector head having at least one ejector configured to
eject material onto the first surface of the planar actuator;
and

a controller operatively connected to the planar actuator
and the ejector head, the controller being configured to:
operate the ejector head to eject material onto the first
surface of the planar actuator to form a three-dimen-
sional object; and

deliver an electrical signal to the planar actuator to bend
the planar actuator and release the three-dimensional
object from the planar actuator.

9. The three-dimensional object printer of claim 8 wherein
the planar actuator consists essentially of macro fiber com-
posite material.

10. The three-dimensional object printer of claim 8
wherein the planar actuator is a strip actuator.

11. The three-dimensional object printer of claim 8
wherein the planar actuator is a plurality of strip actuators.
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